
in view of the limitations inherent in computational dosimetry,
there is a need for reliable biological dosimeters to verify the
computational methods.

It is well known that the biological effect of a given radiation
insult is highly dependent on the total absorbed dose, dose rate,
linear energy transfer (LET) of the radiations, radiosensitivity
of the tissue (1,2). While the consequences of these variables
are well-established for acute and constant chronic radiation
exposure conditions (1â€”5),little is known about the role of these
variables for exposures involving internal radionuclides. Inter
nal radionuclides are unique in that they deliver radiation
exposures at dose rates that vary in time. These variations are
usually exponential in nature and are determined by the effec
tive half-time, which in turn is dictated by the physical half-life
of the radionuclide and the biological half-time of the radio
chemical. Further complications to the dose-rate pattern can
emerge when the uptake of the radiochemicai by the tissue is
slow, followed by a complex multicomponent exponential
clearance pattern. Although the total dose delivered to a tissue
may be the same, differences in dose-rate patterns from one
radiochemicai to another can have a major effect on the
biological response ofthe tissue (6â€”9).Such differences cannot
always be predicted a priori using computational absorbed dose
estimates and extrapolations based on the response to acute and
chronic exposure at constant dose rates. Therefore, it is imper
ative to develop experimental irradiators that are capable of
delivering exposures that are similar to those encountered with
internal radionuclides and to establish biological endpoints that
can serve as dosimeters so that the consequence of different
dose-rate patterns on the biological effect can be investigated.

This article describes a custom-designed â€˜37Cssmall-animal
gamma irradiator that is capable of delivering chronic expo
sures of low-LET radiation with any desired variable dose-rate
pattern encountered with internal radionuclides. This unique
custom-designed irradiator can be used to calibrate biological
dosimeters that, in turn, can serve as an indirect experimental
measurement of the absorbed dose. Such experimental mea
surements of the absorbed dose can be used to verify the
calculated absorbed doses that are presently relied on in internal
radionuciide dosimetry. The irradiator will also facilitate im
provement ofour understanding ofthe biological effects caused
by complex dose-rate patterns and their dependence on initial
dose rate, effective half-times, etc. (8,9).

MATERIALS AND METhODS

Overview of the Irradiator System
A â€˜37Cs-irradiatorcoupled to a computer-controlled variable

mercury attenuator (Fig. 1) was designed and constructed to
irradiate small animals chronically with dose-rate patterns that
match those delivered by internal radiochemicals. The system has
three major components: (a) â€˜37Csirradiator, (b) mercury attenu

When radionuclidesare administered internally,the biologicaleffect
can depend on the total absorbed dose and the rate at which it is
delivered. A 137Csirradiator was designed to deliver dose-rate
patterns that simulate those encountered in radionuclide therapy.
Methods: An 18-Ci 137Csirradiator was fitted with a computer
controlled mercury attenuator that facilitated changes in dose rates
as desired.The absorbed dose and dose rateswere calibratedwfth
MOSFET dosimeters customized for low dose-rates. Resul@ Initial
dose rates ranging from 0.01-30 cGy/hr can be delivered depending
on the location of the cage in the irradiatorand the thickness of the
mercury in the attenuator system. To demonstrate the irradiator
system's capability to deliver dose-rate patterns encountered in
radionuclidetherapy,a simulationwas performedwherethe dose
rate initiallyincreasedexponentiallyfollowed by an exponential
decrease in the dose rate. Conclusion: The irradiator system is
well-suited to expose small animals to any dose-rate pattern,
thereby facilitating calibration of biological dosimeters (e.g., cell
survival, chromosome aberrations),which can be used to measure
the absorbeddoseto a targettissueafteradministrationof radio
nuclides.
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@ enradionuclidesareadministeredfordiagnosticpurposes
in nuclear medicine, the absorbed doses received by the critical
organs and tissues are usually sufficiently low, so low that the
biological effects cannot be measured reliably. In these in
stances, these doses are appropriate to rely solely on calculated
absorbed doses and these doses are sufficient for risk estima
tions and comparison of the relative merits of different radio
pharmaceuticals. However, when radionuciides are adminis
tered for therapeutic purposes, or in cases involving accidental
ingestion of high levels of radioactivity, dependence on un
tested absorbed dose calculations can lead to serious errors in
predicting the biological consequence ofthe radiation exposure.
Such concerns are particularly relevant to complex biological
systems, such as bone marrow. For example, computational
bone marrow dosimetry techniques used in radioimmuno
therapy have failed to yield a reasonable correlation between
absorbed dose and biological response ofthe marrow. There are
several possible reasons for this failure, among them are: (a)
underlying assumptions in the absorbed dose calculations, (b)
differences in dose rate patterns, (c) prior treatment history and
bone marrow reserve, and (d) nonuniform activity distributions
in the marrow compartment. These problems are not unique to
bone marrow, but can also exist for other organs as well. Hence,
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FIGURE1. Sketchof 137Csirradiatorand mercuryattenuatorsystem
designedto irradiateanimalswithexponentiallyincreasinganddecreasing
dose-ratepatternsthat simulatethoseencounteredduringexposurefrom
incorporatedradionuclkles.

ator and (c) motion control system. The irradiator delivers low
dose-rates of â€˜37Csgamma rays (0.01â€”30cGy/hr) to animal cages
housed below the source. The mercury attenuator affords precise
control of the dose rate by introducing a layer of highly absorbing
mercury between the source and the cages. The liquid properties of
mercury allow siphoning of the material between a reservoir
outside the irradiator and an attenuation chamber mounted inside
the irradiator.A motion control system is used to raise the reservoir
to add mercury to the attenuatorchamber (i.e., decrease dose rate)
and lower the reservoir to remove mercury from the attenuator
chamber (i.e., increase dose rate). The computer-controlled motion
control system automatically raises and lowers the mercury reser
voir to achieve the desired temporal dose rate pattern.

Cesium-137Irradiator
A low-dose rate â€˜37Cs-irradiatorwas custom designed for

chronic irradiation of small animals (Fig. 2). This self-contained
cabinet-like Model JL-28-8 irradiator (inner dimensions 48 X 9 X
13 in.) was constructed by JL Shepherd and Associates (San
Fernando, CA). The irradiatorhouses an 18-Ci â€˜37Cssource that
provides a beam of 662-keV gamma rays. The beam is passed
through a beam shaper to provide a uniform field. Field uniformity
at a distance of 20 cm from the beam port is Â±6%over a 6 X 6 in.
area. The dimensions of the isodose plane increase as the distance
from the beam port is increased. Shelves (1/4 in. lucite) are located
within the irradiator that can hold animal cages at different
distances below the source, thereby providing different dose rates
to each cage. The source-to-cage distances can be varied as desired
in 1/4-in. increments. The irradiator is also fitted with a day-night
timed light, six-outlet flexible water supply line and a ventilation
system to continuously replace the air in the cabinet. In addition,
the irradiatorhas an electronic interlock system to prevent opening
of the door during the irradiation.

Mercury Attenuator System
To simulate exponentially decreasing dose rates, a mercury

attenuator system was built and coupled to the JL-28-8 irradiator.

FIGURE2@Cesium-137 irradiator.Sb cages can be placed wfthinthe
ca@netandirradiatedsimultaneously,eachcagereceMnga differentdose
rate.

The attenuator system consists of two air-tight chambers, the
mercury reservoir and the attenuation chamber. The reservoir and
attenuation chamber were constructed of 1/2-in-thick clear polyvi
nyl chloride (CPVC). Holes were drilled and tapped in the bottom
of each chamber, and 1/8-in. nylon NPT elbow fittings inserted.
The two chambers were then connected with Nalgene reinforced
PVC tubing (3/16-in i.d.) to allow transfer of mercury between
them. To prevent build-up ofair pressure, an additional NPT fitting
was inserted into the side of each chamber and connected with
Nalgene reinforced PVC tubing to serve as a vent. PVC was chosen
for its lack of reactivity with mercury. The attenuatorchamber was
bolted to the inside of the irradiator chamber between the source
and the animal shelves, whereas the reservoir was fixed on a
computer controlled platform (Fig. 1). In the absence of air in the
mercury transfer line, the mercury thickness in the attenuation
chamber depends on the vertical position of the mercury reservoir.
Mercury has a linear attenuation coefficient of about 1.49 cm@ for
the 662-keV gamma rays of â€˜37Cs.Therefore, a 3.6-cm-thick layer
of mercury is expected to attenuate the beam by a factor of about
200. A linear increase in the mercury thickness yields an exponen
tial drop in the dose rate to each animal cage. Therefore, a constant
flow rate of mercury into the attenuator chamber provides an
exponentially decreasing dose rate to each cage in the irradiator,
the half-time of the decrease in dose rate being determined by the
flow rate ofthe mercury. Similarly, a constant flow rate out of the
attenuator chamber gives an exponentially increasing dose rate.
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Eq.2

In this case, the code requires the extrapolated initial dose rate r0
(10), increasehalf-timeT1(timerequiredfordoserateto increase
from zero to one-half of r0) and decrease half-time Td. Finally, for
a three-component patternthat simulates an increase phase and two
decrease phases, the dose rate is described by

r = r0{(ae@69i@d + (1 â€”a)e0693@@r@)eÂ°693@â€•}. Eq. 3

The extrapolated initial dose rate r0, increase half-time T, and
decrease half-times Tdl and T@, and the parameter a are required
for the code. Although the present version of the code only allows
these dose rate profiles (Eqs. 1â€”3),it can be revised to accommo
date any dose-rate pattern.

â€¢Theeffectiveclearancehaff-Iivesandeffectiveuptakehalf-timearegenerallydenoted
by T@and T@,respec@vely,wh@hare vailablesthat describethe kineticsof the
radionud@einthesourcereg@n ofinterest. Inourearlaerreports(8-1C),Tâ€¢andT@Jwere
also usedtodescribedose-rate Idnetics. Considering thatthedOserate In agiven target
regioncanbeaffectedby thecress-dosefromradkactMtyin nontargettissues,the
notation prevktuslyused could lead to confusion.AccOrduigly,in thusarticle, we have
usedTdto @X@S@fltthe half-timefor dose-ratedecreaseandT1to representthe
half-time for dose-rate increase. This notation is reserved for dose-rate Idnetics.

Each cage location in the irradiator receives a different initial
dose rate depending on the distance from the â€˜37Cssource,
however, the dose rates in all of the cages vary with the same
half-time. If a multicomponent exponential change in the dose rate
is required, the flow rate of the mercury can be automatically
altered using the motion control system described below to
accommodate the half-time of each component. Finally, the hard
limit switches of the Daedal cross-roller table were set to require a
mercury thickness of at least 4 mm in the attenuator chamber, the
minimum required to cover the entire bottom of the chamber, and
a maximum of thickness of 36 mm to prevent overflow into the
vent tube.

MotionControlSystem
The vertical position ofthe mercury reservoir was automatically

controlled using a motorized cross-roller table (Fig. 1). The
motorized table consisted of a Daedal (Harrison City, PA) Model
10606lC cross-roller table fitted with a Model 04M lead screw (0.4
mm/revolution) and Model 4990-06 z-axis brackets, a Bayside
(Port Washington, NY) Model PG6Oplanetary gearbox with 100:1
ratio and a Compumotor (Rohnert Park, CA) Model 567-102-MO
stepper motor. The stepper motor was controlled with a Compu
motor Zeta series drive (Model 83-135) and a Compumotor
AT6200 two-axis stepper controller housed in a Gateway 2000
386SX/20C computer. The entire system was powered through an
American Power Conversion (APC) Back-UPS 1250 uninterrupt
able power supply. This high precision system, which utilizes a
0.4-mm/revolution lead screw and 100: 1 gearbox, increases the
mercury thickness in the attenuator by only 2 @mper revolution of
the stepper motor.

Software was written in Borland TurboPascal 4.0 to control the
motion of the mercury reservoir to provide the desired dose rate
pattern, and execute the planned motion by sending Compumotor
6000 Series commands to the motor. The present code can accommo
date one-, two- or three-component exponential dose-rate patterns
of the following forms. For a single-component exponential,

r =

the code requires the decrease half-time Td (time required for dose
rate to decrease to one-half of its value)* and the initial dose rate
r0 required for cage Position 1. A two-component exponential
dose-rate pattern,where there is an initial period of increasing dose
rate followed by a period of decreasing dose rate, is given by (10)

r = r0(e@693@@rdeÂ°693@')
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FiGURE3.DoserateinmousephantomslocatedinCage1(28.6cmfrom
top of chamber),Cage2 (48.9cm),Cage3 (68.9cm),Cage4 (88.9cm)and
Cage 5 (108.6 cm), as a function of mercury thickness in the attenuator
chamber.

Calibrabon
A Thomson-Nielson Model TN-RD-SO MOSFET dosimeter

system was used to measure the absorbed dose rate at each cage
position in the chamber as a function of mercury thickness in the
mercury attenuator chamber. The MOSFET dosimeters and bias
power supply were factory customized to allow measurements at
low dose rates (<1 cGy/hr) and low doses (as low as 2 cGy). Low
doses can be measured with an accuracy of about 10% whereas the
accuracy ofhigher doses (> 10 cGy) is within 5%. Dose rates were
measured with the probes attached to mouse phantoms placed in
the 9 X 6 X 6 in. polycarbonate animals cages (with bedding and

Eq. 1 wire cage tops). The dosimeter system was also used to monitor the
total absorbed dose received by each cage of animals during
exposures involving varying dose rates.

RESULTS
The dose rate, as a function of mercury thickness, in the

attenuator chamber is given for each cage position in Figure 3.
As expected, the dose rate was exponentially dependent on the
mercury thickness. Least squares fits of the experimental data
for each cage position yielded a mean â€œeffectiveâ€•attenuation
coefficient of 1.22 Â±0.02 cm 1@ This value represents the mean
slope and s.d. ofthe curves shown in Figure 3. Given a mercury
density of 13.546 g/cm3, the â€œeffectiveâ€•mass attenuation
coefficient can be calculated to be 0.089 cm2/g. This value is
comparable to the Hubbel's (11) theoretical mass attenuation
coefficient for mercury of 0.1 1 cm2/g for 662-keV photons.
Hubbel's theoretical mass attenuation coefficient is expected
for a pencil beam. Considering the broad photon beam, the
likely contribution of mercury x-rays, and the complex scatter
ing conditions within the irradiator, this 13% difference is not
unreasonable.

Figure 3 also shows that the dose-rate changes by a factor of
about 20 from the top cage (Cage 1) to the bottom cage (Cage
5) in the irradiatorregardlessof the mercurythicknessin the
attenuator chamber. Thus, depending on the cage location and
the mercury thickness in the attenuator chamber, dose rates
from 0.01 cGy/hr to 12 cGyfhr can be delivered. Furthermore,
the maximum dose rate can be increased to as high as about 25
cGy/hr simply by using low-profile (5 cm in height instead of
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FFIGURE4.Doserateasafunction oftime duringan irradiationthat simulates
atwo-component exponentialdose-ratepatternwith a singleincreasephase
cl-i=1hOandasingledecreasephase(Id=12hr).Theextrapolatedinitial
dose rate was set to 6.0 cGy/hr. The expected dose-rate pattern is repro
sentedbythes@ line,whereastheexperimentallydetermineddoserates
are indicatedwith the solid squares.

the standard cage height of 15 cm? animal cages that allow the
cages to be placed closer to the@ 7Cs source.

To demonstrate the capabilities of the irradiator system, a
two-component exponential dose rate pattern (Eq. 2) was
simulated using a 1-hr increase half-time, a 12-hr decrease
half-time, and an extrapolated initial dose rate r0 of 6.0 cGy/hr.
Figure 4 shows the resulting experimental dose-rate measure
ments along with the expected dose-rate pattern based on
Equation 2. There is good agreement between the experimental
and expected dose rates.

DISCUSSION
The data presented in Figures 3 and 4 show that the â€˜37Cs

irradiator and automated mercury attenuator system are capable
of delivering dose-rate patterns that are similar to those ob
served in therapeutic nuclear medicine. Given the strong de
pendence of biological response on dose rate, this irradiator
system is an invaluable tool to assess the biological effects of
exponentially varying dose rates on any given target tissue, a
largely unexplored area of considerable importance to radioim
munotherapy and other targeted therapies. Caution should be
exercised when comparing the biological effects caused by
external â€˜yirradiation which delivers the exposure uniformly
throughout the tissue and the effects caused by incorporated
radionuclides that can lead to nonuniform irradiation of the
tissue.

Inasmuch as the relative biological effectiveness of 137Cs
662-keV gamma rays are the same as that of the beta particles
emitted by radionuclides relevant to therapeutic nuclear medi
cine (e.g., 90Y, 131! 32P, â€˜86Re)(2), this irradiator also offers a
unique opportunity to calibrate biological dosimeters for bone
marrow dosimetry. Examples ofpotential biological dosimeters
include survival of bone marrow subpopulations (e.g., CFU-S,
CFU-GM), induction of micronuclei in lymphocytes or reticu
locytes, induction of chromosome aberrations in lymphocytes,
etc. Calibration of a biological dosimeter to measure absorbed
dose delivered to a target tissue by a given radiochemical can be
accomplished in two steps:

1. Determine dose-rate kinetics in the target tissue for the
radiochemical of interest. When the dose rate to the target
tissue is principally due to activity within itself (i.e.,
self-dose rate), the increase and decrease half-times (T1,
T@)are essentially equal to the experimentally determined

FIGURE5@Hypotheticalcalibrationcurvefor an effect (i.e.,survivalfraction)
isgivendecreasehalf-timeTdandincreasehalf-timeT1.Thebiokgicaleffect
Is given as a function of the extrapolated initial dose rate r,, delivered by the
137Csirradiator.Fora givenbiolog@aleffectcausedbya radiochemical
(same blOldneticsparameters),the extrapolated initial dose rate can be
determinedas indicatedby the dashed line.

effective uptake half-time Teu and effective clearance
half-time Te of the radioactivity in the tissue. This
assumption is generally valid when the primary contribu
tion to the target tissue dose is from particulate radiations
(e.g., 32P, 90Y, 212Bi).

2. Using the Td and T established in Step 1, determine the
response of the biological dosimeter as a function of extrap
olated initial dose rate r,@,with the â€˜37Csirradiator (Fig. 5).

Two additional steps are required to utilize the calibrated
biological dosimeter to ascertain the extrapolated initial dose
rate received by the tissue after administration of a given
activity of the radiochemical:

1. Obtain biological response of tissue after administration
of a given activity of the radiochemical.

2. Using the calibration curve, based on the response of the
tissue to â€˜37Csgamma rays delivered with same dose-rate
pattern, in other words Td, T (Fig. 5), the extrapolated
initial dose rate r0 to the tissue can be extracted. With
knowledge of r,@,,Td and T1,the dose rate and cumulated
dose to the tissue can be calculated at any time t.

Calibration and implementation of biological dosimeters in this
manner provide an effective means of accurately determining
the absorbed dose and dose-rate pattern received by the target
tissue after administration of internal radionuclides that emit
low-LET radiations. Biological dosimeters calibrated in this
manner, however, are not able to provide information regarding
dose and dose rate from internal radionuclides that emit
high-LET radiations (e.g., alpha particles, Auger electrons). In
these situations, the biological dosimeter would yield a quantity
that is the product of the relative biological effectiveness and
the extrapolated initial dose rate r0.

CONCLUSION
Internally administered radionuclides irradiate tissue with

dose-rate patterns that vary in time. While the biological effects
of acute irradiation are well documented, little is known about
the effects oftime-varying dose rates encountered in diagnostic
and therapeutic nuclear medicine. To simulate the irradiation
conditions encountered with internal radionuclides, a â€˜37Cs
irradiator was custom designed and fitted with a variable
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mercury attenuator. This irradiator facilitates the irradiation of
small animals with dose rate patterns relevant to internal
radionuclides, thereby making it possible to investigate the
biological effects of time-varying dose rates and to calibrate
biological dosimeters.
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Despitelimiteiclinicalsuccess,radioimmunodetection(RAID)
and radioimmunotherapy (RAIT) remain potentially useful for
cancer diagnosis and treatment (1â€”3).Given the technical
challenges and complexity, it is essential to optimize treatment
variables to fully realize their clinical potential. Our goal in this
investigation was to quantitatively address the following critical
issues for RAID and RAIT using anticarcinoembryonic antigen
(anti-CEA) murine antibody (ZCEO25) as an example: (a) Can
absorbed doses be estimated a priori from knowledge of
physiological and physicochemical parameters using a mathe
matical model? (b) What is the relationship between antibody
dose and antibody uptake in tumors? (c) What are the optimal
antibody doses for a high antibody uptake in tumors? (d)
Among the three common antibody forms, IgG, F(ab')2 and
Fab, which one is the most suitable for cancer detection? (e)
What are the optimal combinations of antibody forms and
radionuclides that give high therapeutic ratios based on the
biodistribution of antibody and physical properties of radionu
clides (radiation emissions and half-life)? and (f) How effective
are RAID and RAIT under average and favorable tumor
physiological conditions?

Resolving these issues requires extensive clinical pharmaco
kinetic data under well-controlled conditions. Unfortunately,
such data are not available for practical reasons. The use of
animal models has allowed researchers to individually assess
the roles of antibody dose (4,5), antibody form (whole immu
noglobulin or fragments) (6â€”14),radionuclide (15,16) and
tumor physiology (1 7) in RAID and RAIT. However, due to the
suboptimal conditions used in these studies and experimental
variability, the results are not consistent, and the conclusions
are subject to interpretation. A prerequisite for optimally using
these preclinical data is the ability to scale up the antibody
biodistribution from animals to humans and extrapolate the
pharmacokinetics to different treatment variables and physio
logical conditions. To this end, we have recently developed a

Recently, we developed a physiologically based pharmacokinetic
model capable of predicting antibody biodistribution in humans by
scaling up from mice. By applying this model to anticarcinoembry
onic antigen murine antibody ZCEO25,we address several critical
issuesinradioimmunodetectionandradioimmunotherapy,including
the optimalantibodydoses,thedesirableantibodyformfor cancer
detection, the optimal combinations of antibody forms and radionu
clides for cancer treatment and the effectiveness of the modality.
Methods: Under the baselineconditions of a standard 70-kg man
with a 20-g tumor embedded in the liver,the model was used to: (a)
estimateabsorbed doses in tumor and normal tissues,(b)determine
dose-dependent antibody uptake in the tumor, (c) simulate tumor
to-background antibody concentration ratio and (d)calculate there
peutic ratios for different antibody forms and radionuclides.Sensi
tMty analysis further enabled us to determine antibody delivery
barriers and to assess the modality under average and favorable
tumor physiologicalconditions.Results:By usingZCEO25under
the baselineconditions,the modelfound that Fabwas the most
suitable form for cancer diagnosis,while 1311combined with F(ab')2
provkled the highest tumor-to-bone marrow therapeutic ratio for
cancer treatment. Sensitivityanalysisshowed that antibody perme
ability was the rn@orbarrier for anthody accretion in tumors. ft also
demonstrated that normal tissue antigenexpressionat a level lower
than in the tumor had little effect on the therapeutic ratio.
Conclusion: The model demonstrates that: (a)for radioimmunode
tection, the most effective antibody form (Fabfor ZCEO25)was the
lowermolweightform,yetnotsensitiveenoughfor hepaticmetes
tasis detection; and (b) for radioimmunotherapy, a relatively fast
clearingantibody form (F(ab')2for ZCEO25)in combination with long
half-life W-emitters was optimal, yet inadequate as the sole there
peutic modalityfor solid tumors.
Key Words radioimmunodetection;radioimmunotherapy;antibody
pharmacokinetics; mathematical modeling; radiation dosimetry
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