
trend ensued toward smaller detectors and a greater num
ber of image planes (for a review, see ref. 2).

Many current PET scanners utilize crystalline bismuth
germanate (BOO) as scintillator material. The short path
length of 511 keV annihilation photons in BGO allows the
employment of detector units (or detector blocks) com
posed of two-dimensional matrices of BOO crystals mon
itored by a smaller number of photomultiplier tubes (2). In
recent developments, the axial FOV of BOO-based PET
scanners has been increased to â€”15cm to provide more
comprehensive imaging of the human brain and heart, and
more efficient scanning of the whole body for oncologic
applications of PET (3,4).

A new BOO-based whole-body PET scanner has been
designed for both research and clinical applications with
the following guiding criteria: (1) Intrinsic spatial resolution
of 4â€”6mm FWHM; (2) Capability to remove collimating
septa and acquire all axial lines of response for true three
dimensional imaging; (3) High count rate performance; and
(4) Axial FOV of 15 cm. The performance of the new
system is demonstrated in this report.

MATERIALS AND METhODS

System Description
The newly designed PET scanner (Advance, General Electric

Medical Systems, Milwaukee, WI) has 12,096bismuth germanate
(BOO) crystals in 18rings to detect positron annihilation photons.
The crystals have dimensions of 4.0 mm transaxial x 8.1 axial x
30 mm radial and are grouped in detector units of 6 x 6 crystals
each. In each detector unit, the crystals are viewed by two dual
photomultiplier tubes (Hamamatsu R1548). Three rings of 112
detector units each form a detector ring of 92.7 cm diameter and
15.2cmaxiallength.Thedetectorunitsarehousedin56modules
of six detector units each (2 transaxial x 3 axial). The detector
ring is housed in a gantry which provides a 59-cm diameter patient
port. The gantry tilts up to Â±20Â°fromvertical for alignmentwith
imaging planes of interest. The imaging field of view (FOV) is 55
cm in diameterby 15.2cm in axial length. The 18crystal rings
form 35 two-dimensional imaging planes spaced by 4.25 mm. The

system has tungsten septa 1 mm thick and 12 cm long. The septa
define the image planes in a two-dimensional scanning mode and
are automatically retracted for three-dimensional scanning mode.
A Hewlett Packard Apollo 9000Model 735 workstation (Palo
Alto, CA) provides control for the system and also serves as an

Methods: This study characterizes the performance of a newly
developed whole-body PET scanner (Advance, General Electric
Medical Systems, Milwaukee,WI). The scanner consists of
12,096 bismuth germanate crystals (4.0 mm transaxial by 8.1
mmaxialby30 mm radial)in18 rings,gMng35 two-dimensional
image planes through an wdal field of view of 15.2 cm. The nngs
are separated by retractable tungsten septa. Intrinsic spatial
resolution, scatter fraction, sensitivity, high count rate perfor
mance and image quality are evaluated. Results: Transadal
resolution (in FWHM) is 3.8 mm at the center and increases to
5.0mmtangentialand7.3mmradialat A = 20cm.Average
wdal resolution decreases from 4.0 mm FWHM at the center to
6.6 mm at R = 20 cm. Scatter fraction is 9.4% and 10.2% for
direct and cross slices, respectively. With septa out the average
scatter fractionis 34%. Total system sensitivityfor true events
(in kcps/(@&CVcc))is 223 with septa in and 1200 with septa out.
Dead-timelosses of 50% correspond to a radioactivityconcen
tration of 4.9 (0.81) @tCi/ccand a true event count rate of 489
(480) kcps with septa in (out). Noise-equivalentcount rate
(NECR) for the system as a whole shows a maximum of 261
(159) kcps at a radioactMtyconcentrationof 4.1 (0.65) @CVcc
with septa in (out). NECR is insensitive to changes in
lower gamma-energy discrimination between 250-350 keV.
ConclusIons:Theresuttsshowtheperformanceofthenewly
designed PET scanner to be well suited for clinicaland research
applications.

Key Words: PET; instrumentation; performance
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ET measures physiological and biochemical processes
in vivo through quantitative imaging of positron-emitter
labeled molecules in the human body. PET scanners have
continued to improve since the initial development of a
scanner that had a spatial resolution (FWHM) of approxi
mately 2.5 cm and acquired a single image plane (1). The
need for improved spatial resolution and a greater axial
field of view (FOV) was immediately recognized, and a
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image display and analysis station. All operations are performed
through a graphical user interface (X window system under
Motif).

The signals from the detectors undergo amplification and
coarse energy threshold discrimination at each detector unit
within the gantry. The detector live-time is monitored to allow the
application of a dead-time correction technique. The signals are
further processed into digital packets containing position and en
ergy information. The position signals are used to localize the
active crystal within the detector unit by a two-dimensional posi
tion map. The energy signals are used to apply lower and upper
gamma-energy discrimination at each crystal. A digital time stamp
of 2-nsec resolution is added to each signal. To reduce hardware
requirements, signals are multiplexed at the module level (six
detector units). The coincidence processing module (5) analyzes
all incoming events within processing cycles of a 250-nsec period
and is configurable for coincidence timing window width, transax
ial and axial FOV, and axial acceptance angle. Prompt and de
layedcoincidenceevents may be sorted and stored separatelyin
histogram memory. Alternatively, for realtime randoms correc
tion, the delayed coincidence events are subtracted from the
prompts and only the difference is stored. The sorter and histo
grammer have a sustained throughput capability of five million
coincidence events per second. At the termination of each acqui
sition frame, the data in histogram memory is transferred to a hard
disk.

Dead-time correction is applied to each sinogram element by
estimation of live-time of contributing coincidence channels. The
live-time estimate of each coincidence channel is the product of
(1) the measured live-times of the two coincident detector units;
(2) the live-times of the two signal multiplexers; (3) a factor ac
counting for the coincidence processor packet losses and sorter
bandwidth capacity; and (4) an experimentally determined factor
to account for other, unmeasured event losses.

For two-dimensionalimaging,the data are acquiredand pro
cessed in one of two different modes according to the axial ac
ceptance angle. As illustrated in Figure 1, sinograms of direct
planes acquired in the high-sensitivity mode include not only
coincidence events from directly opposing crystals but also those
fromthe two crossingplanesof neighboringcrystals. In the high
resolution mode, the direct slices include only events from di
rectly opposing crystals. Sinograms for cross planes are similarly
derived from events in four crossing planes for the high-sensitivity
mode, whereas only the two nearest crossing planes are utilized in
the high-resolution mode. The standard acquisition mode in two
dimensional scanning is the high-sensitivity mode. In the three
dimensional mode, all possible lines of response (18 x 18 = 324)
may be acquired and stored in a format suitable for subsequent
data processing. The data may be acquired as a static frame, a
sequence of frames, or binned into dynamic frames using external
gating. The minimum duration of a frame is 1 sec. The data
transfer rate from histogram memory to the hard disk is â€”3
Mbyte/sec.

For acquisitionof transmissiondata, a pairof 10-mCi @Gepin
sources are mechanically positioned and rotated about the longi
tudinal axis of the FOV. A transmission mask is applied to the
data (cutoff 6â€”7)at a width of 9 sinogram elements, providing
optimal noise-equivalent count rate (NECR).

Image reconstruction for two-dimensional scanning uses an
array processor for the filtered backprojection technique.
Hanning, Shepp-Logan and Butterworth windows are available,
as well as the ramp filter alone. Reconstruction times (including

data positioning, normalization, scatter correction and attenuation
correction) are <2.5 sec per plane for a 128 x 128pixel image and
<4.0 sec for a 256 x 256 pixel image. Image reconstruction soft
ware for data acquired in the three-dimensionalmode was not
available at the time of this study.

Configuration settings for lower and upper gamma-energy dis
criminator level and coincidence window width may be altered in
the software.Thesesettingsare fixedin clinicaluse to ensure the
efficacy of data corrections (principally dead-time and scatter).

Performance Measurements
Except where specified otherwise, performance measurements

anddataprocessingwereperformedinaccordancewiththeguide
linesprovidedby the joint committeeon PET performancestan
dards of the Society of Nuclear Medicine (SNM) and the National
Electronics Manufacturers Association (NEMA) as described by
Karp Ct al. (8). Many of the tests used a fillable, lucite cylinder
(20 cm ID, 18.5 cm length) referred to as the performance phan
tom (8). Standard settings of the coincidence window, lower level
gamma-energy discriminator (lID) and upper level gamma-en
ergy discriminator were 12.5 nsec, 300 keV and 650 keV, respec
lively. The positron emitter 18F, produced on a CS-30 medical
cyclotron, was used in measurements with line sources and phan
toms.The â€˜8Fwas in aqueoussolubleformof eitherionicfluoride
or 2-fluorodeoxyglucose(FDG).

FiGURE 1. Coincidencepathacceptanceinwdaldirectionforthe
two modesof two-dimensionalimagingwfththe PETscanner.
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Intrinsic Spatial Resolution
Transaxial resolution was measured with a stainless steel flee

dle (1.2 mm ID, 1.65 mm OD) filledwith 18F-activity(â€”0.2mCi).
The line source was placed in air at seven positions with respect
to the center of the fieldofview (R = 0, 1, 2, 5, 10, 15and20 cm).
Data were acquired in both two-dimensional modes. The data
were reconstructedon a 256 x 256 gridwith a pixel size of 0.25
mm, using a ramp filter cutoff at the Nyquist frequency (4 mm
filter width). Vertical and horizontal profiles through the center of
the point images were defined. The FWHM in both radial and
tangentialdirectionswas determinedfrom these profilesby linear
interpolation.

The axial slice profilewidth was measuredby stepping an â€˜8F
pointsource in airat 0.5-mmintervalsthroughthe axialFOV. The
pointsource was composed of â€˜8F(â€”0.2mCi)on a 4-mmdiameter
disk of filter paper sandwiched between two 1-mm thick alumi
num disks. Data were acquiredat radiiR = 0, 10 and 20 cm. For
each plane, profileswere obtained (counts versus axial distance)
and then normalizedto the area under the curve (counts . mm).
The FWHM was determinedfor each plane by linear interpola
tion.

The scatter fraction was determined for an â€˜8Fline source
(â€”0.3mCi) in a water-filled performance phantom. Data were
acquiredwith extended septa in high-resolutionandhigh-sensitiv
ity modes at three LLDs of 250, 300 and 350 keV. Data were also
acquired with septa out at each of the three LLDs and a factor of
five lower in activity in the line source. The line source was
positioned at three radii, 0, 4 and 8 cm, in order to determine the
average scatter over the whole FOV. A fixed diameterof 24 cm
was used forthe calculationof scatter. The sinogramprofileswere
used to calculate the numberof scatter events within the FOV,
and the numberof trueevents within a 2-cm radiusof the source.
The scatter within the peak is estimated by assuming a constant
background, the level of which was determined by the average of
the pixel intensities at the edge of the peak (Â±2cm). The average
scatter fraction (SF) over the whole area of the phantom was
calculated by weighting the data for each position by the area of
the annulus at that radius:

SF â€”[R5(0+ 8.R@(4.0+ 16.R@(8.0)J

â€”[R@0@(0)+ 8. R@0@(4.0)+ 16. R@0@(8.0)]â€˜ Eq.

where R@is the count rate per unit activity of scattered events as
a functionof radiusandR@0@is the totalcount rateperunitactivity.

The two-dimensionalscattercorrectionalgorithmof Bergstrom
et al. (9) was implemented. The accuracy of this correction was
tested using a single nonradioactivewater-filledrod insert in the
test phantom filled with radioactive water (â€”1mCi 18@)â€¢The
phantom was offset from the center by 25 mm. Images were
reconstructed onto a 256 x 256 matrix of 1 mm pixel size using a
4-mm wide ramp filter. Calculated attenuation correction was
applied. The averaged pixel value in a 30-mmdiameterregion of
interest (ROI) centered over the nonradioactive insert (where the
average pixel value should be zero) is expressed as a percentage
ofthe averagepixel value in 11ROIsofthe same size placed in the
radioactive background.

5â€”
The volume sensitivity of true events was determinedby load

ing the performance phantom with â€˜8Fin water at a concentration
less than 0.2 @CWce.Measurements were performed in both high

resolution and high-sensitivity modes (septa in) at three LLD
settings of 250, 300 and 350 keV. Data were also acquired with
septa out at the same thresholds and a factor of eight lower
concentration of radioactivity. The count rate was determined
from the sinograms correspondingto a 24-cm transverse FOV.
For each slice acquiredwith septa in, the true event sensitivity
was calculated as the total sensitivity multiplied by the factor
(1-SF). The scatterfractionswere determinedas describedabove.
The average scatter fractionfor direct slices was utilized for the
calculation of true sensitivity for direct slices. Similarly, the av
erage cross-slice scatter fractionwas used for the calculation of
true sensitivity for cross slices. Total system sensitivities were
calculated as the sum of all slice sensitivities. Sensitivity in three
dimensionalmode was determinedby addingall the counts (ran
doms subtracted)within the 24-cm transverse FOV, and multiply
ing by (1-SF). The three-dimensional scatter fraction was
determined as previously described.

Count Rate Performance
To investigatethe count rateperformancecharacteristicsof the

PET scanner, the performancephantomwas filledwith â€˜8Factiv
ity with an imtialconcentration of about 16 @CVcc,centered in the

FOV, andscanned repeatedlyover a periodof 14hrwith septa in.
A similar study was performedwith the septa out and an initial
â€˜8F-activityconcentrationof about 1.5 j.@Ci/cc.The randomcoin
cidence events were simultaneously measured by the delayed
coincidence technique. Measurements were performed in both
high-resolution and high-sensitivity modes at three LLD settings
of 250, 300 and 350 keV. Count rates for true scatter coincidence
events ((T + 5)meas)over the entire transaxial and FOV were
utilized to investigate the dead-time characteristics. The percent
dead-time (%DT), as a function of concentration of radioactivity,
was calculated as:

I (T+S)m@\
%DT=100â€¢l1- 1. Eq.2

\ (T+S)@tjap/
The 50% dead-time point was recorded for each slice and for
system-averaged count rates. The true coincidence count rate (T)

for a 24-cmtransaxialFOVwas calculatedfromthe true + scatter
rate and the appropriate scatter fraction as previously discussed
for measurement of sensitivity. The random coincidence event
rate was determined also for the 24-cm FOV. The peak of the true
event rate and the point at which the trueevent ratewas equal to
the random event rate (R) were determined. To investigate the
relationshipof data acquisitionparameterson the signal-to-noise
ratio, the noise equivalent count rate (NECR) was calculated as
(10):

T
Eq.3

The term 2R[F in the denominatoris appropriate,since randoms
correction is performedby delayed event subtraction.

The accuracy of the dead-timecorrection algorithmwas mea
sured in a different acquisition run with the test phantom contain
ing â€˜8F(â€”50mCi) in water. The phantom was dynamically
scanned over a 14-hr period. Images were reconstructed on a
128 x 128pixel grid representing a 25.5-cm diameter FOV with a
ramp filter 4 mm wide. Radioactivity concentration was evaluated
through the user-interface for circular ROIs of 16.5 cm diameter
centered in each plane of each dynamic frame. The percent error

NECR= I S 2R
Ii +â€”+â€”
\TT
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direction increases from 3.8 mm at the center to 7.3 mm at
a radius of 20 cm. The FWHM in the tangential direction
increases relatively slowly, reaching 5.0 mm at a radius of
20 cm. Transaxial resolution is equivalent for direct and
cross slices and independent of the acquisition mode (high
sensitivity or high resolution).

The axial resolution defined by the FWHM of the axial
slice profile width is shown in Figure 2. For cross slices in
the high-resolution mode, axial resolution degrades from
4.2 mm at the center to 5.6 mm at a radius of 20 cm. By
contrast, axial resolution increases slightly from 4.9 mm at
the center to 4.8 mm at a radius of 20 cm. In the high
sensitivity mode, the axial response proffle width increases
from â€”4mm at the center to 5.9 mm (cross slices) and 7.3
mm (direct slices) at a radius of 20 cm.

Spatial resolution did not change significantly when the
LLD was decreased to 250 keV from the standard LLD of
300 keY (data not shown).

In the high-sensitivity mode of the PET scanner, the
point-spread function is nearly isotropic for FOVs within a
10-cm radius, showing a FWHM near 5 mm. Thus, for
brain studies, where reslicing of the data is common, min
imal artifacts are introduced by the reorientation process.
Body studies, however, would be affected to a minor de
gree by the poorer resolution at larger radii. Nevertheless,
the intrinsic spacial resolution in all three directions never
exceeds 7.4 mm FWHM within a 20-cm radius. These
spatial resolution characteristics are consistent with the
BOO crystal dimensions of 4.0 mm transaxial x 8.1 mm
axial. By comparison, the PC-4096 PET scanner, which
has BOO crystal dimensions 6 mm transaxial x 12 mm
axial, shows a transaxial resolution of 5.9 mm FWHM at
the center and an axial resolution of 6.0 mm FWHM for
direct slices (11). These and other recent whole-body PET
scanners based on BOO block detectors show a similar de
pendence of spatial resolution on detector size (2â€”4,11,12),
confirming a formula suggested by Moses and Derenzo
(13).

Scatter
The scatter distribution in the transverse plane for a line

source in the center of the water-filled phantom is shown in
Figure 3 for septa in and septa out. The scatter fraction,
calculated from sinograms obtained at radii 0, 4 and 8 cm,
is shown in Table 1 for three scanning modes and three
LLD settings. The average scatter fraction is 8.1% (9.4%)
and 8.7% (10.2%) for direct and cross slices in the high
resolution (high sensitivity) mode, respectively, at the stan
dad LLD setting of 300 keV. A three- to fourfold increase
in the scatter fraction is noted when the septa are retracted.
A similar increase in scatter fraction with the removal of
septa was reported for other scanners with retractable
septa (3,4,14,15). In both two-dimensional and three-di
mensional scanning modes, the scatter fraction increases
slightly as the LU) setting is decreased from 350 to 250
keV (Table 1).

The accuracy of the two-dimensional scatter correction
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FiGURE 2. Transaxial resolution (A) and adal sl@e profile wldth
(B) as a function of the distance from the center. Data were pro
cessed in the high-resolution(HA)and high-sensitivity(HS) modes
of the PET scanner. The lower and upper gamma-energy d@crimi
natorsettingsare 300 keVand 650 keV,respectively.

was calculated from these values and the known radioactivity
concentration in the phantom.

Imaging Studies
To demonstrate the transaxial resolution of the PET scanner, a

micro-resolution phantom (Data Spectrum, Hillsborough, NC)
was imaged. The phantom is a â€œcoldrodâ€•phantom 7.5 cm in
diameter and consists of six segments of lucite rods within a
background of 18F-activity (â€”0.5MCi/ce) in water. The diameters
of the rods are equal in each segment, ranging from 1.2 mm to 4.8
mm. The center-to-center rod spacing is twice the diameter. The
images were reconstructed using a ramp filter 4 mm wide, scatter
correction and no attenuation correction.

Two characteristictwo-dimensionalimage sets were acquired
of the normal human brain: one 30 mm after intravenous admin
istration of 8.5 mCi of FDG for 20 min, another 20 sec after
intravenous administration of 66 mCi of â€˜50-wateras a bolus for
1 mm. Calculated attenuation correction was performed. A pa
tient with a lung tumor was scanned for 20 ruin starting 30 min
after intravenous administration of 10.2 mCi of FDG. A 20-ruin
transmission scan was acquired before radiotracer injection to
apply measured attenuation correction to the emission data.

RESULTS AND DISCUSSION

IntrinsicSpatialResolution
The transaxial resolution of the PET scanner is shown in

Figure 2. The transverse resolution (FWHM) in the radial
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Slice
Scanningmode type 250L_I_D

(key)300350Septa

in;high- Direct 8.7Â±0.38.1 Â±0.37.4 Â±0.2resolution
modeCross

9.3 Â±0.38.7 Â±0.37.9 Â±0.2Septa

in;high- Direct 10.1Â±0.39.4 Â±0.38.6Â±02sensitivity
modeCross*

10.9Â±0.310.2Â±0.29.2Â±0.2Septa

out n.a36.434.431.9*SIices

1,2,34and35areexduded.The
uppergamma-energydiscriminatorsetting is 650 keV.

0 20 40 60

Bin Number

80 100 120

technique was tested at an LLD of 300 keV. The radioac
tivity concentration indicated in a nonradioactive water

filled insert relative to the radioactive background was
â€”0.7% Â± 1.3% of the background over all 35 imaging
planes, indicating the validity of the two-dimensional scat
ter correction implementation.

5â€”
Table 2 shows the true event sensitivity of the PET

scanner as a function of scanning mode and LLD. For
two-dimensional data acquired with an LLD of 300 keV,
the cross slices are 76% more sensitive than the direct
slices in the high-resolution mode; this difference is re
duced to 13% in the high-sensitivity mode. The gain in
sensitivity associated with scanning in the high-sensitivity
mode relative to the high-resolution mode is 124% for di
rect slices, 43% for cross slices and 65% for the system as
a whole. The true event sensitivity with septa out (1200
kcps/(@CVce) at LLD = 300 keY) is approximately fivefold
higher than that of the two-dimensional high-sensitivity
mode and ninefold higher than that of the high-resolution
mode. System sensitivities are increased 12%â€”15%as the
LLD is decreased from 350 to 250 keY.

These data are consistent with the high efficiency of
BOO as detector material. Only slightly lower spatial res
olution is attained in the high-sensitivity mode of the scan
ncr relative to the high-resolution mode (Fig. 2). Thus, the
significantly higher sensitivity of the high-sensitivity mode
relative to the high-resolution mode strongly favors this
acquisition mode for most, if not all, applications of PET
imaging of the human body.

Count Rate Performance
Figure 4 shows the count rate performance characteristics of

the PET scanner for two-dimensionalscanningin the high-sensi
tivity mode at an LLD of 300 keV. Similar data are shown in

Figure 5 for three-dimensionalscanning. Indices of count rate
performancesat LU) settingsof 250,300and350keV are shown

be

I 0@

10@

1 0@

1fl2@@@@@@@@@@@ -

TABLE 1
Scatter Fraction(%)as a Functionof Scanning Modeand

Energy Setting

in Table 3. The noise equivalent count rate (NECR) is shown in
Figure6 as a functionof radioactivityconcentrationfor all scan
ning modes. A maximum NECR of 261 (180)kcps is reached at a
radioactivity concentration of 4.1 (4.6) pCi/cc for the high-sensi
tivity (high resolution) mode. For both high-sensitivity and high

resolution scanning modes, the curves are very similar for LiDs
between 250â€”350keV (Fig. 6A). The insensitivity of NECR over
this energy range demonstrates that increases in true event sen
sitivity obtained by lowering the LLD are nearly totally offset by
increases in scatter and random coincidences.

Comparison of system-averaged NECR curves (Fig. 6B) shows
this index to be higher for three-dimensional scanning than for
two-dimensional scanning (high-sensitivity mode) at radioactivity
concentrations under 1.0 pCi/cc. At radioactivity concentrations
below 0.5 MCi/cc,the three-dimensionalNECR is approximately
threefold higher than the two-dimensional NECR. The maximum
NECR for three-dimensionalscanningis 39%lower than that of
two-dimensionalscanning,mainlydue to a factor of four higher
scatter event rate. Further evaluation of factors relating to image
qualityand quantitativeaccuracy (e.g., scatter correction) is nec
essaiy to compare more definitively the performance characteris
tics of two-dimensional and three-dimensional scanning.

The accuracyof the dead-timecorrectiontechniquewas tested
by scanning the test phantom filled with â€˜8Fin water. After re
construction and ROI analysis through the user-interface, the
dead-timecorrected imagesindicatedradioactivityconcentration
in the phantom with <3% error for radioactivity concentrations
up to 6.6 @CVce(60%dead-time).

A comparisonof count rateperformancecharacteristicsof this
PET scanner to those of other scanners is of interest. Although
dead-time characteristics (i.e., Table 3) or noise-equivalent count
rates may be used for purposes of comparison, the applicability of
such indicesifderivedsolelyfrommeasurementswith a standard
homogeneous phantom may be limited to predict the practical
utility of scanners in particular quantitative applications of PET.
For example, the spatialand temporaldependences of dead-time
losses for both myocardial and cerebral blood flow studies using a
bolus of 150-water administration would be expected to behave

differently than those of a static phantom study.
In addition,dataare not generallyavailableon the accuracy of

applied dead-time correction techniques for specific applications.
Furthermore, sensitivity characteristics should be compared

â€˜I,
C
0
C.)

FiGURE 3. Averagesinogramsfromaline source atthe centerof
awater-filledperformancephantomwfthseptainandout Datawere
acquired wfthlowerand upper gamma-energy discriminatorsettings
of300 keVand 650 keV,respectively.
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ScanningmodeSliCe typeLW

(key)250300350Septa
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Systemtotal3.1
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TABLE 2
True Event SensftMty (kcps/(j@CVcc))as a Function of Scanning Mode and Energy Sethng

along with a high count rate response, especially in applications
where practicalconsiderations (i.e., dosimetry) may place limits
on the quantityof radiotracerallowed to be administeredto the
subject. Accordingly, we compared an index of dead-time losses
(e.g., the radioactivityconcentrationin a 20-cm phantomat 50%

FiGURE 4. High count rate charactedstics using a performance
phantom filledwith18Finwater. The scanner is inthe high-sensitivity
mode(septaIn)with lowerand uppergamma-energydiscriminator
settingsof 300 keVand 650 keV,respectively.Inthe upperfigure
(A@,the true and randomcountratesare pbtted for a 24-cmFOV.
Alsoshownisthe Calculatedtrueeventasextrapolatedfromthetrue
curveat low specificactivities.In the lowerfigure (B),the percent
dead-time is calculated from the ratio of measured trues + scatter
to-extrapolatedtrues + scatter.

dead-time losses) together with the slice sensitivity normalized by
slice thickness and expressed in units of cps . @Ci1@ i@l. mm'.

The PET scanner showed 50%dead-time losses at a radioac
tivity concentration of 4.9 @CVcc(Table 3) and a normalized

(direct) slice sensitivity of 1529(Table 2). A comparison of these
indices to several recently developed BGO-based whole-body
PET scanners shows this system to have a relatively good high
countrate performance(3,4,11,12).For example,the PC-4096
PET scanner shows a higher radioactivity concentration of 8.6

@CWceat the 50% dead-time point (11). However, the higher
value of this performance index can be partly attributed to (1) a
lack of upper level gamma-energydiscriminationof the PC-4096
allowing for acceptance of piled-up events, and (2) a lower sensi

FIGURE 5. Same as in Figure4, butwithsepta out
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TABLE 3
Indices of System Count Rate Performance

tivity of the PC-4096: its normalized sensitivity is about one-half

that of the new system.

Temporal Resolution
Dynamic PET studies with high sampling rates may be

useful to monitor rapid changes in the distribution of
radioactivity in the body. With this system, the data trans
fer rate from histogram memory to the hard disk (â€”3
Mbyte/sec) imposes certain restrictions on frame acquisi
tion rates. A maximum of 1 frame per second is achievable
until the histogram memory is filled. In the present config
uration of the system, the 128-Mbyte histogram memory
will hold â€”39two-dimensional frames, beyond which the
minimum frame duration is 2 sec. In the three-dimensional
mode, the memory can hold only four frames. For dynamic
three-dimensional studies having more than three frames,
data transfer would require -@10 sec per frame. The amount
of histogram memory in the system may be increased to a
maximum of 512 Mbytes. With such a configuration, the
memory could hold â€”160frames in the two-dimensional
mode and 16 frames in the three-dimensional mode. Given
the inverse relationship of frame rate and image count
statistics in practice, the temporal resolution capabilities of
the new PET scanner are adequate to perform any con
ceivable study in the two-dimensional mode, i.e., bolus
â€˜5O-waterblood flow studies. Yet, a mild limitation on
frame acquisition rate (6 frames/mm) may be imposed in
three-dimensional studies in the present configuration of
the system.

ImagIngStudies
A two-dimensional image of a micro-resolution phantom

is shown in Figure 7. Individual cold rods could be visual
ized against a hot background for rod diameters as low as
3.2 mm, consistent with the measured intrinsic transaxial
resolution of the PET scanner.

Images of FDG accumulation in normal human brain are
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FiGURE 6. Comparisonof System noise-equivalentcount rate
curvesfor (A)two-dimensionalscanninghigh-resolution(opensym
bols) and highsensitivitymodes (filledsymbols); and (B)two-dimen
s@naI scanning in the high-sensitivitymode (circles) and three
dimensional scanning (squares). In the upper figure (A),the LLDis
250 keV (circles), 300 keV (squares) or 350 keV (triangles). The
upperleveldiscriminatorsettingis 650 keV. In the lowerfigure (B),
the LW is 300 keV for both scanning modes.
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FiGURE 7. Image of the micro-resolutionphantomacquiredin
the high-sensitivitymode. The cold lucite rods are discriminatedfrom
the hot background for rod diameters as low as 32 mm. The corre
sponding sinogram contains â€”25millioncounts.

shown in Figure 8. The high spatial resolution of the PET
scanner is demonstrated, for example, by visualization of
the sulcal and gyral pattern of the cerebral cortex and
delineation of brain structures including the anterior limb
of the internal capsule. Images of the normal human brain
after a bolus injection of â€˜5O-water(Fig. 9) are of lower
quality than those with FDG, due to lower accumulated
counts and higher positron energy resulting in a longer
mean pathlength before annihilation. Nevertheless, small
brain structures are visualized and good contrast is seen
between grey and white matter.

Figure 10 shows FDG accumulation in the thorax of a
patient having a lung tumor. The data from two contiguous
axial FOYs were reformatted into coronal and sagittal pro
jections (only the coronal are shown). This display, along

FiGURE 8. Images of the accumulationof FDGina normalhu
manbran. A20-mmscanwas acquired30 mmaftertheintravenous
injectionof radiotracer(8.5mCi).Calculatedattenuationcorrection
was applied. Sb of 35 two-dimensional image planes are shown.
There are at most 3 millioncounts represented ineach image plane.

FiGURE 9. images ofthe accumulationof 150-waterIna normal
humanbrain.Scanningcommenced20 secafterintravenousinjec
tionof radiotracer(66 mCi)for 1 mm.Calculatedattenuationwas
applied.Sbcof 35 two-dimensionalimageplanesareshown.There
are at most0.5 millioncountsrepresentedin eachimageplane.

with the transverse two-dimensional images, allows rapid
localization of metabolically active neoplasms. The mea
surement of radioactivity concentration in the tumor (nCi/
cc) provides a clinically useful index of neoplasm malig
nancy.

CONCLUSIONS

The newly developed whole-body PET scanner has high
spatial resolution, temporal resolution, sensitivity and
count rate performance. A set of test measurements using
the SNM/NEMA guidelines has been presented. Clinical

FiGURE 10. Coronalimage projections(representingfivecontig
uousadal FOV5)of a thoraxof a patientwith lungneoplasms.The
emissiondatawereacquired30mmafterintravenousadministration
of FDG(102 mCi).Measuredattenuationcorrectionwas applied.
MetabOlicallyactive tissue is indicated in posterior regions of both
lungs. A nonlinear (approximatelylogarithmic)scaling of the image
grey scale was found to be beneficial for differentiationof low uptake
values in the presence of high uptakes in the heart and bladder.

PET Scanner Performance Charactenstics â€¢DeGrado et al. 1405



images demonstrate the utility of the scanner in brain and
body PET imagingapplications.The scanner is well suited
for both research and clinical applications of PET.
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